ACCESSIBLE PARKING

APPLICABLE
Accessible parking shall comply with this section. In addition, public and common use areas of parking lots and/or structures when provided shall comply with all other applicable accessibility sections of this checklist.

ACCESSIBLE PARKING
Total number of self-parking spaces provided: [ ]

<table>
<thead>
<tr>
<th>Accessible spaces required</th>
<th>1-25</th>
<th>26-50</th>
<th>51-75</th>
<th>76-100</th>
<th>101-150</th>
<th>151-200</th>
<th>201-300</th>
<th>301-400</th>
<th>401-500</th>
<th>501-1000</th>
<th>1001 &amp; over</th>
</tr>
</thead>
<tbody>
<tr>
<td>Accessible # Req'd.</td>
<td>1</td>
<td>2</td>
<td>3</td>
<td>4</td>
<td>5</td>
<td>6</td>
<td>7</td>
<td>8</td>
<td>9</td>
<td>2% of total</td>
<td>20 + 1/100</td>
</tr>
</tbody>
</table>

Medical care- Outpatient
10% of total number of parking spaces shall be accessible

Medical care- Mobility impaired
20% of total number of parking spaces shall be accessible

Valet Parking
Exempt; however a passenger loading zone complying with this section must be provided if valet parking is provided.

Number of accessible parking spaces required: [ ]
Number of accessible parking spaces provided: [ ]

Accessible parking located on the shortest accessible route to an accessible entrance of the building(s) or places served

Width of accessible parking space (min. 8'-0" not including access aisle)

Width of accessible parking space (16'-0" including access aisle for IAC. Note that all of IAC spaces comply with Universal Parking Design and are van-accessible)

Parking stall and Aisle (note all Illinois spaces required to be 16' total width)

Vertical clearance (6'-8" standard accessible space; 8'-2" for van accessible space)

Slope of parking space and access aisle surface (1:48 max. in all directions)

Surface (firm, stable, slip resistant)

PARKING SIGN
Accessible signage[R7-8 U.S. Dept. of Transportation standard] ("reserved parking" text, international symbol + $100 fine sign ($150 for Chicago))

Sign location (max. 5' horizontally from wall or post; min. 4' above ground to bottom of sign; located so not obscured by a parked vehicle)

©LCM Architects - 2005
<table>
<thead>
<tr>
<th>ELEMENT</th>
<th>Element Description</th>
<th>COMPLIES</th>
<th>DOES NOT COMPLY</th>
</tr>
</thead>
<tbody>
<tr>
<td>PASSENGER LOADING</td>
<td>Passenger loading zone aisle (min. 5’ wide, 20’ long, marked)</td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td>Drive aisle (min. 8’ wide, 20’ long)</td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td>Slope of space and access aisle surface (1:48 max. in all directions)</td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td>Surface (firm, stable, slip resistant)</td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td>Vertical clearance (9’-6” minimum, including route)</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

[Diagram of passenger loading zone aisle and drive aisle dimensions.]

©LCM Architects - 2005